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SUMARY

Thit report presents the results of an experimental program "which evalu-
ates the scuffing resistance propertieas of a conventional (AISI 9310) and

an advance high hot hardness steel Vasco-Jet 1000-2) gear material when

various surface treatments and methods of surface finishes are used.

The program consisted of manufacturing roller and spur gear test spelimens
from the two materials. Evaluations of surface trea:ments were conducted

utilizing both rollers and gears that were carburized and ground, carbo-
nitrided and ground, and then black oxided and Silver placed. The evalua-
tion of methods of surface finishing consisted or ground, ground and
honed, ground shot peened and grounds ground shot peened and honed, ground
and harperized, and ground shot peened and haroerized. These methods were

all applied at the same surface finish level. In addition, the effect of
various amounts of involute tip relief was evaluated utilizing the
AISI 9310 gears.

Results of the test program are as follows:

1. Material Effects

Vasco-Jet 1000r2 shcws a significant increase in resistance to
scuffing over AISI 9310 material. This increase, when using
ground carburized gears, amounts to approximately 85%.

2. Surface Treatment Effects

Silver placing of AISI 9310 -ears also shows a significant in-
crease in resistance to scuffing. This increase amounts to
approximately 80%.

3. Profile Modification Effects

Profile modification by tip relief to the true involute form can
provide up to approximately 507, increase in resistance to
scuffing.

4. Surface Finishing Effects

Finishing by a honing process, at the same surface finish tends co

provide moderate increases in the resistance to scuffing.

Dotalls of Illustrations in
this document may be better

studied on microfiche

II



FOREWORD

This report covers an evaluation of the scuffing resistance of two gear

materials, AISI 9310 and Vascojet 1000-2. Evaluation covers surface
treatments, surface rinish. and tooth profile. Preliminary screening of
surface trea.ents was accomplished utilizing a roller rig while final

V+ evaluation of surface treatment, finish and tooth profile was accomplished

on a full scale gear rig. The program was conducted during the 19 month
period from 7 August 1969 to 7 March 1971, for the United States Army
Aviation Systems Command, St. Louis, Missouri, under Contract DAAJO0-70-
C-0171(IG)

Technical direction was provided by Mr. Ron Evers, of the U.S. Army
Aviation Systems Command.

The program was conducted at the Wood-Ridge Facility of the Curtiss-Wright
Corporation, under the Technical Direction of Mr. Neil DeBruyne, Senior
Project Engineer, Transmission Technology Department.
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INTRODUCTION

The requirements of gearing for advanced helicopter and VSTOL Aircraft
have become increasingly demanding as requirements for lighter weight and
greater reliability are continuously accentuated. P-P of the areas of
gear technology directly affected by these requirements is t1a' of dinuffn
or scoring. Improvements in resistance to scuffing through improved manu-
facturing methods or materials is the subject of the current investigation.

Four categories of variables were investigated, namely:

1. Effect of surface coatings
2. Effect of methods of surface finishing
3. Effect of profile modification
4. Effect of material

In each of these areas selections uere made based on Curtiss-Wright and
available industry background.

Testing was conducted utilizing full scale gears in each of the investiga-
tion areas. In the evaluation of surface coatings testing was also con-
ducted with the two materials utilizing rollers.
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TECHNICAL APPROACH '

In attempting to optimize the surface durability of 'gear teeth to resist
scuffing numerous manufacturing approaches are available. In the work
being reported on, the following different combinations were proposed.

1. Carburized - Ground
2. Carburized - Ground - Black Oxide

3. Carburized - Ground - Silver Platel
4. Carbonitride - Ground
5. Ground
6. Ground and Honed ,1

7. Ground - Shot Peened Ground
8. Ground - Shot Peened Honed
9. Ground and Harperized
10. Ground - Shot Peened and Harperized
11. Ground with Involute Tip Modification

In addition to the standard AISI 9310 material evaluated afove, d second
high hot hardness tool steel Vascojei 1000-2 was also evaluated. The
Vascojet material was selected as an alternate malterial on the basis of
favorable bending fatigue characteristics previously aeveloped.

Gear testing was conducted utilizing the circulating power principle of
the Ryder Gear Test System. A methqd of evaluation utilizing the Step,
"Load Technique similar to a basic Ryder rating was utilized.

I I ,
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•. ; • i TEST METHOD

• • : TEST PROCEDURE- ROLLERS ,

The following Test Procidure wa s used for vll'roller testa: *

1. Install test rollers.
I I

reachingltest temperature.

I 4

S3. Start rig and run 15 seconds with zero load.

I 'a|The floIngsTest Proledresa.sdfralrle e~s

r •5. Start rig run 15 seconds at first load point.

6. Inspect rollers.
6. Inpetroles

7. .Continue to run 15 second test points with increasing load points
aDd inspection until a failure is detected.

Inspection of rollers on each of the various combinations that were tested

1. Visual .

2. On the first of a set, for each surface coating, after each test
load point a trace of the surface was made and failure confirmed
by a trace showing surface distress. A typical trace of this
proce~dure is shown in Figure 1.' This trace shows the difference
between the roller surface as manufactured and at the failure
point of 760 pounds. r

I In All testing ten sets of rollers were run against each other' thus pro-'

viding ten data points upon-which to make the average determination.

TEST PROCEDURE - GEARS

Testing of geaks is conducted to the procedure as listed and outlined be-
* Alow:,

1. Install gears both test and slave into the test rig.

2. Circulate oil until operating temperature is reached.

3. AllowI a minimum of 15 minutes at temperature prior to test initi-
atior.

S4. Start •est rig and se~t Ios~d point number 1.

* 3
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5. Run 10 minutes at this load and speed and shut down for inspection.

6. Inspect gear teeth for scuffing and record percentage where ap-
plicable.

7. Run 10 minutes at the second load point.

8. Inspect.

9. Run steps 5 and 6 at increasing loads until at least 22.5% of the
active gear face has scuffed.

Inspection of test gears is accomplished from a visual examination utiliz-
ing the monocular shown in Figure 12. The active face of the gear tooth
is divided in squares by a grid in the instrument. Percentage of scuffing
Is determined by counting whole and partial squares in which scuffing ap-
pears.

In all testing five gear sets were run against each other and utilizing
both faces of the gear provided ten data points for each evaluation. As
in Ryder gear evaluations 22.5% scuffing was considered a failure and was
used as the rating point.

SPECIMEN DESIGN ROLLERS

The rollers as fabricated for this program are described dimensionally and
defined in Table I. A typical set of driven and driver rollers is shown
in Figure 2. Rollers were designed to be compatible with the Buckingham
rig used for this testing. Table II shows the operating parameters uti-
lized in the testing.

A crown was utilized on the driven roller in order to minimize effects of
any misaligrnent and provide as nearly as possible the same contact
stresses in all tests for the various load levels.

SPECIMEN DESIGN GEARS

The basic test gear for this program was fabricated by a nongenerated-form
ground method to the dimensions shown in Figure 3. Various involute pro-
files were utilized for these test gears and are shown in Figure 4. Basic
tests were all conducted with the unmodified tooth profile shown by Chart
1 of Figure 4. The other profile modification which consisted of varying
amounts of tip relief were all used to the effect of profile modification.
A typical involute profile, as manufactu.ed, is shown in Figure 5. Test
gears were manufactured from round upset pancake forgings.

Test gears were designed utilizing a coarse pitch in order to insure pro-
ducing scuffing and scoring as a primary mode of failure, thus not influ-
encing results with extraneous other types of failures. While various
methods were proposed for surface finishing, in all cases the measured
surface finish was maintained constant at 10-12 AA in order to keep test

5



TABLE I. TEST ROLLER GEOMETRY.

D

R

:4--

DRIVER DRIVEN

DIAMETER D 2.053" 3.053"

WIDTH A c:500" .500"

CROWN RADIUS R__ 20.0"
SURFACE FINISH S 12 IMS 12 R\NS

~~~1,____ ___ ,_
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I

i...t Speed 2300 RPH

Gear Ratio 1.55 to 1
KN~br Teerh - Driver 31

=.ubr Teeth - -i•-kan 20
Roller D•ierer - Driver 2.055
Roller Di-rm.eer - Driven 3.055
Roller Ratio 1.49 to .
Total Ratio 2.31 to 1
Driver Velocity 247 In.Isec
Driven Velocity 571 in.Isec
SLip Veloci ty 324 5.n./sec

Variables to a minim. A gear cf 33 reeth with a diametral pitch of 5,
aend a nox--a1 pressure angle of 25 deSr. -;:s was used for both the test and
slave gears. The only difference ber--een the r,;o gears -Being the width.
A picture of the finished test and slave gears is sho6-n in Figure 6.

.The test coaponents of the program were fabricated frcm tuo =arerials,
namely: Carourized AISI 9310 and Carburized Vascojec 1000-2, a high hot
bIardn•ss tool steel.

Carburized Vascojer 1000-2 bad previously sho.n prczising properties as a
gear material. TC attains an excellenr combination of high tensile
strength alcm-g with good- roughness. Optir2m properties were achieved by
utilizimg consutahle electrode vacuu- melt steel which in turn was car-
burized.

Table III contains a listing of the specified che=ical analysis of the two
gear materials, Table IV lists the actual co=posirions of the tesz materi-
al. The carburizing of the Vascoje mraerial in order to derive desirable
case to core hardness relations is very critical. Figure 7 shows a hard-
ness survey of the AISI 9310 gears. Figure 8 shows the sa-e su-nvey for
Vascojet 1000-2 material. An outline of the Curtiss-Wright carburizing
process for Vascojet 2000-2 material is shown in Appendix "B"

The lubricant used for all testing in this prog•im was HIL-L-7808G. Suf-
ficient quantizr: iro= one batch was procured to cover the co=r.Lete test
evaluation program. The lubricant is identified as Stauffer Chemical
Company, Lot Na. 29, Nevember 1969.

12
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TABLE III. SPECIFIED CHEMICAL COPOSITION

Vasco-Jet 1000-2
Element Symbol AISI 9310 (X2)

Carbon C 0.07 - -. 13 0.20 - 0.25
Manganese Mn 0.40 - 0.70 0.20 - 0.40
Silicon Si 0.20 - 0.35 0.80 - 1.00
chromium Cr 1.00 - 1.40 4.75 - 5.25
Molybdenum Mo 0.08 - 0.15 1.30 - 1.50
Vanadium V - 0.40 - 0.50
Tungsten W - 1.20 - 1.50
Nickel Ni 3.00 - 3.50. -

Phosphorous P 0.25 max. 0.25 max.
Sulfur S 0.25 max. 0.25 max.
Copper Cu 0.35 max.

TABLE IV. ACTUAL TEST SPECIMEN ANALYSIS

Vasco-Jet 1000-2Element Symbol AISI 9310 (X2)

Carbon C 0.11 0.23
Manganese Mn 0.52 0.30
Silicon Si 0.28 0.94
Chromium Cr 1.20 4.81
Molybdenum Mo 0.10 1.36
Vanadium V - 0.47
Tungsten W - 1.37
NI ckel Ni 3.00 -
Phosphorous P 0.01 0.009
Sulfur S 0.01 0.008
Copper Cu 0.16 -

Vk

TEST APPARATUS ROLLERS

The test rig utilizee to conduct roller tests for this program is a modi-
fied Buckingham roller rig. The complete roller rig and the main elements
of the machine are shown in Figures 9, 10 and 11. The test rollers are
mounted on two arbors, which are driven by gears to give combined rolling
and sliding action between the rollers. One arbor is mounted on a fixed
frame, while the other is mounted on a pivoted swinging frame. The load
on the rollers is applied by means of a calibrated spring. The test rolls
and support bearings aie lubricated by pressure oil, in this case the
MIL-L-7808 test oil. For this testing rollers of 2.055 and 3.055 inch
diameters were used. Drive gears of 31 and 20 teeth were used. This

15



I,.

provides a total slip to roll ratio of 2.31. At the test condit~ions a
driving velocity of ,247 in./sec and a driven velocity of 571"in./sec *ere
used. This results in" a slip velocity of 324 in./sec. ýOil in temperature
was maintained at 200 0 F with a flow of 150 cc/min directed ,at the ,test

f rollers,

TEST APPARATUS GEARS

The gear test rig was designed using the conventional principles of the
basic Ryder gear rig and is shown in drawing LS34343; Figure- 14. This
rig operates on the power circulating principle. The twb.parallel shafts
are connected through two - lave gears and two test gears which form the
circulating power path. The slave gears ;are helical and are -used to load
the test gears. Loading is accomplished by applying a hydraulic pressure
in a load chamber which causes an axial movement of one shaft relative to
the other. Because t'he slave gears are helical a torsional load is ap-
plied to the shafts which in turn loads the test gears. The "load. is de-
termined from the geometry of the rig parts and,the applied pressure. An
assembly of the complete test rig is shown in Figure 12. Figlre 13 then,
shows the test rig with the cover remove.] and the test gears exposed.

16
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varloc~s scrifce- trezzmzs; for bot-h zateilsad me:52ds..

Ge2ar Trestfng

Mhe scmmzy o... coparutIve test resalts for the gereralr~arioa :Es s
by Migares 27 zan 18.. in both of these figures IS! 093110 -ile-
burized and grotmd is used as a base 2ime of 10M uitb all cther nreelzls,
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Increras 'es II91 in resistance~lr- z-5y Italo stufizae Cg.::u f p

Figur~e 19 hw the-ug 23sut sof the act-sal averar ear lordn Vasct various

degrees of scuffing through the rating point of 22.5Z scuffing. A typical
picture of a scuffed gcor after test is shown biy 'Figure 24.

Since the silver plating of ATSI 9310 gears had shows such a significant:
improvement in resistance to scuffing, when tested by step loading, it was
recomaended zo USAASCOM that endurance testing be conducted to determine
long term~ benefits. This was accomplis'hed as an amendmment to the existing
contract. Two fif;,rty hour endurance tests were conducted at two lead
levels. The first evaluation was conducted ac 3600 lbs per inch of face
width and the second at 3200 lbs. per inch of gear face width. Figure 25
shows a typical silver plate gear tooth after step load testing. As can
be seen the silver has been worn and scuffed but the base material has not
been damaged. The surface finish of the gear had improved from the mann-
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Figure 17. AISI 9310 Gear Tcsr Su,-ary.
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VS

GEAR TOOTH FACE LOADING
AISI 9310 X!AMERTAL

Ni- Black Oxide
N2 - Catbonitride

__N3 - CarburizedNli
5 z N2 N4 - Silver Plate

N3
N4 I

ii
N2
N3 n

lOZ N1

N3

2-_ N3__n

N4

N1
N2 -

N3

22.5% N4

0 i 2 3 4

Gear Tooth Load Lbs./In. x 10-

I I

Figure 19. AIS! 9310 Surface Treatment Failure Loads."
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"a -: - "- •FFECT OF SURFACE F!'RISHING METHODS

% SCUFFING
VS.

-,GEAR TOOTH FACE LOADINGAISI 9310 IlMTERIAL

N5 - ground
N5 - N6 - ground & honed
N6 N7 - ground shot-peened

5 W N7 - , ground
N8 NS - ground shot-peened
N9 honed

• N1O N9 - ground harperized
.- N2 - ground shot-peened

N5 harperized
N6Ni 6"*

10% N7 "
.N8

N9

= ~N51 [ I
S• ~ ~~N6 II i

~15% W
N7

3-4 N9
N1O

N5

ox N620% N6 ,

N7
N8

"N9
N10

N5 ,

22.5% "

N9
N10,

3 4 5
Gear tooth load lbs/in x 10

, * Figure 20. Surface Finishing Methods Failure Loads.
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EFFECT OF PROFILE MODIFICATION
% SCUFFING'

VS.
GEAR TOOTH FACE LOADING

AISI 9310r MATERIAL

Nil - True Involute
N12 - #1 Tip Relief
N13 - #2 Tip Relief

Nil N14 - #3 Tip Relief

NI2
5% N13

N14

Nil
N12

10% N13'
NI4

Nll
N12

a 15% N13En
N14

Nl

N12
20% N13

NI3

Nll 1 I I

N12
22.5% N13

N14~ _______

0 1 2 3 4 5

Gear Tooth Load Lbs/In x 10-

Figure 21. AISI 9310 Profile Modifications Failure Loads.
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EFFECT OF SURFACE TREATMENT
% SCUFFING

VS.

GEAR TOOTH FACE LOADING N
VASCOJET 1000-2 NMATERMLL

Ni - Black Oxide
N2 - Carbonitride
N3 - Carburized

NI i '" A - Silver Plate

N1
N2
N3
N4

10% N2
N3
N4

'.,.

:j NIi
U N2

N3
N4

20%, N2 tii
N3

N4

N1

N2
22.5% N2-3I l ti

N4L
. . ..t .. I I t i l

0 1 2 3 4 5

Gear Tooth Load Lbs./In. x 10-3

Figure 22. VASCOJET 1000-2 Surface Treatment Failure Loads.
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EFFECT OF SURFACE FINISHI.NG METHODS
% SCUFFING

S~VS.

GEAR TOOTH FACE LOADING

VASCOJET 1000-2 MATERIAL

15 - ground N8 - ground shot-peened honed
N6 - ground & honed N9 - ground harperized
I7 - grou-nd shot-peened ground NlO - ground shot-peened harperized

N65% N7

N8
N9
NI6

N5S

N9

N6...

20% N7

0 N8
N9 mum

N5

=N6 ___I _ I___ _I _I ___llI_____ I_ _l__lllI___ llII

22% N7

N8

N9
N1_0

N5
N6

22.5% N7

N 9 I' . . . "I l _ l ! - -

N]O " .. . I•2 3 l4 5...

Figure U 23 IACE 1002SraeFnishing Mehd Filure Lods

N 9 •- • - r . ..3-
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Figure 24. Typical Gear Tooth After Test.136



Figure~ 25. lyp'icill Silver Plate Tooth After St~ep-Load.
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I

Figure- 2(. "rvpik.!i *iivl r pl-.itt IoI., After 50 ilours • 3600 Lbs/In.
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Figure 27. Typical Silver Plate Tooth After 50 Hours 3200 Lbs/In.
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Figure 29. VA.SCOJET 1000-2 M•aterial Surface Treatment Effects.
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1. m ti e basis Of tes resmlrs It is zmlarmr thzzt Sears m~ r
Vaso~e mreralc=5=:Fza mo a sbfs artEmss of it 60 9 far so-

pecior to care= zea =&trlfal -f- resisrac to scmas..

2. 7he resmisLce to scaffing of cc=.-mtic=7L =erirterliais is Sig-
~.fC~.7 im=roced ub a 14i- plate olf silrer is mpliedi to the

jpe= teeri % ter inj~iadihx.

.3. sacdg of gear tee-th as a mfinl gear mz=Lifa-Ctt~ing Cpartiacam C2 1-

prow resisrazce to smf-fing e-wv= 2t the s- su~rface finish! le~el.
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Pimy-e ZrS ratzdirtioC~a areas Be ruter plCred..

1L. Mmpleme silver plate on currezn gear ap~plication-s heescuffing is
a probflen.

2. Ilem~ent rzscojet =aterials for- adva~ed gear applications.

3.. Implemmt hccing as- a yramc- faturim- metod of iWtroving scuff
resistene.

4. investigate the pr-operties off carburized YVascojet mraterials form othier
gear operatiqZ parareters snch as bending and sur-fa-ce fatigme dur-
ability. This will ec~erernie if a full pozremtizl for resistance to
scuffing that was derenscrated by this program can effectively be
utiLized im practical gearm applicatioas -

5. Investigate the possibilifty of utilizing silver plate as a means of
relaxing -so ofý the very stringeat mamfa!~wcrtzingresricio n=
placed on certain helicopter- ge-aring-

6.. Investigate the utlirate capability of honing to increase resistance
to Scuffing-

7. Investigete the possibility of replacing honing (which is recccrended
In iteas 3 and 4) with a new, state-of-thne-art develov-nt in grinding,
such as hydrostatic spindles and 1wa-ys, t-iit is porentially capable of
providi'ng an equally go&! surface Irinish.
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NO 
_--.ýO- Mi-i r-im-

-- x rS1

*Eo Operation Sheet

9=2 10 *Nor~alize 6260-30 Nor-malizing Furn. •- wth,1
Edothermic or exothermic
atmosphere

9222 20 *Ze=per 6260-209 Tempering furnace

"9222 30 *Abrasive Blast - 400 Wheelabrator tablast

9222 40 Clean spot - 441 Grinder and polishing jack

3200 50 Inspect Hardness (Q.C.O. 09-4) Hardness telting equipment9222

7531 60 Face & Bore 14" Engine Lathe
7531 70 Face & Turn (Opp. end) 14" Engine lathe

7531 80 Grind I.D. & Face 13163 Bryaqt'Hole & Face Gr. ,

7531 90 Grind Opposite Face #18 Blanchard Grinder

7531 100 *Demagnetize Demagnetizer .

7531 110 Grind O.D. 10 x 36 O.D. Grinder!

7531 120 Burr Blount Speed Lathe

7531 130 *Wash "lashing Machine

3110 140 Inspect before Copper Plate Bench
7531

9221 150 Copper Plate 2418-21 (All over) Tanks..

3200 160 Inspect Copper Plate Bench
9221 1

7531 170 Semi Finish Cut Gear Teeth 14 - 15 Barber Colman Hbbber

7531 180 Burr Gear Teeth Bench

7531 190 *Wash Washing Machine
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, GEAR i SCORING TEST

3DEPT. :NO. OPERATION N**-E TYPE OF MACHINE

3110 200 Inspect before Carburize Bench
7531

9222 210 * *Degrease.- 420 & Clean SPM 82 Degreaser & Tanks

3200 220 *Inspect- for Cleanliness Bench
- 9222i

9222 230 Pack L6ad for Carburizing - Heat Treat Equipment
495 (-1)

- !

9222 240 *Gas Carburize Using Infra-Red Gas Carb. Furn. Infrared
Controlled atmosphere & Sub- Controlled, Endothermic,

Scritical anneal. 6260-266-lA Gas Generator, Natural Gas,
'. (Note: Contac Metallurgy Lab Nitrogen, Zero & Span

for exact case depth aim) Gasses, Carburizing Head,
Cooling Pit, Blower Cool-

* ing.

9222 250: *Unpack'Load 496 Heat Treat Equipment
(Note: Deliver test material

-I to Metallurgy Lab (Loc. BB-48)
One (1) slug is to accompany:
lot)

I

3200 260 *Inspect Test Pitce - 478 Brinell Glass
9222

9222 270 *Light Abrasive Blast - 403 Wheelabrator tablast

9222 280 *Copper Strip 2418-14A Tanks

9222 290 Copper ?late 2418-21.(All over) Tanks
3200 300 i inspect Copper Plate Bench

9222

9222 310 Harden 6260-291 (Single Quench) Hardening furnace with
endothermic atmosphere
die quench press

I -

9222 320 *Wash - 431 Washing Machine

9222 330 'Check 481 Bench

9222 340 *lst Temper 6260-362 Tempering furnace
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GEAR -SCORING TEST

OPER.
__ DEPT. NO. OPERATION NAME TYPE OF MACHINE

9222 350 *2nd Temper 6260-362 Tempering .furnace

9222 360 *Copper Strip 2418-14A Tanks

9222 370 *Light Abrasive Blast Abrasive Blast Cabinet

3200 380 Inspect Hardness (Q.C.O. 09-4) Hardness Testing Equip.
9222

9222 390 *Coat with Corrosion Tank
Preventative Oil per MIL-C-1617-
GR-3

7531 400 Finish Grind I.D. & Face 1316J Bryant Hole & Face
.• Gr.

7531 410 Finish Grind End Face (Opp. Side) #18 Blanchard Grinder

7531 420 *Demagnetize Demagnetizer

7531 430 Finish Grind O.D. 10 x 36 O.D. Grinder

7531 440 Finish Cut Keyway 10" Model B P&W Slotter

7531 450 Burr Keyway & I.D. Bench

7531 460 Identify Bench

3200 470 *Magnetic Particle Inspect Insp. Equipment
7531 Oper. # 400 - 20%

Oper. # 410 - 20%
Oper. # 430 - 20%

7531 480 *Wash Washing Machine

3110 490 Inspect Bench
7531

7531 500 *Coat with Corrosion Preventa- Tank
tive oil per MIL-C-16173-GR-3

DELIVER TO FINISHED STORES
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C Clean Spot 44i Oper. No. -40-

Grind & Wheel Spot Per Sketch.

, A A

Radis Otioal •1.000 Wide Minimum

SJ\ ]I .125 Deep

Section AA .060
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hidep 0er. No. -501

• n-s-pt hardness (Q.C.O. 09-4) - O N

Brinell 223-255 (Rc 19-25)

C

AI

Check
hardness

i in ground

Spot.

Section AA A

Lo B/P Gage of Equipment Gage No.

Hardness Testing

Equipment

49 1



[Face & Bore ",Oper. No. 60

Ho61d forging in hard jaws - machine per
sketch.

S-.905

.865
Locate .3I A

t%

NOTE: Rough
machine - rechuck
& take skim cut
to finish

4.902

4.898

Gage - Flat Plug

4.898 - 4.9C2 8G-41015

50



Face & Turn (Opp. End) Oper. No. , 70j I
I Hold part in soft jaws turned to suit

4.898 - 4.902 I.D. & faced to suit end face.
Machine per sketch.

S_ ____ .650
i•- !•.646

A ..003

I Locate 7.103
Faced End In.7.

7.099

'I!

NOTE: Rough machine.
4 Re-chuck & take

S~skim cut to finish.

51
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x.'O z Z. Oper. go-.s 1

961od part ii _tidjvg ehue?. jm~s,&gound to scit
T 7.099 -- 7.19-3 O.D. & 1catiug against tena tace

-it2h stops.
Ground to suit.
Grind Par skae-N.I• --,•o - li~oL.637

-c* .635

r s !locate

4.9260

4.9255

I

(*)Compensate for Undersize Master

SGage - Int. Ind.

4" - 5" range 8G-57612

Gage - Master Ring
(*) 4.923 G3-25982

52
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Cri22d opposite face 90~i1 ~

!I

Hold (15) parts- ca ,,ne-ic table a2t
m~e -greoid. face dam-..

SIM: Stone ground end face before
p~acing part oa r-agetic table.

Crind per sketch.

"I I I B

[ iIJ'*624,
.6235

l~ocat~e

Ground face dawn
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F4

ariinAs : O.D -pr D¶ ,

Sldo (4) part- on z-ebor at ome ti-me .

locating in 4.9255 - 4..9264) ID.. & against
either end faze-ch-ap-hold arbor &
parts berwe2 centers -

grind per sketch.

- _I

t -w--Clanp

S;T

Locate- 77 .076
7.074

0iA .0005

Tool Tool No.

Arbor-Grinding 8T-78357
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il • GO er•.•.• •o-120I

3reak sbr-, edges vere sham by u -- 0.003 - .015.

- 1st Step.

Liocate,

Reverse- Part
2nd Step

Locate
(Chuck)
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.6245

' .6235 C_ ~ lB°05

i i
4.260 7.076

4.9255 7.074

*)Compensate for undersize master

Bench

Gage - Int. Ind.
4" - 5"' range 8G-57612

Cage - Master Ring
ck) 4.923 G3-25982
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i I
Copper plate 2418-21 (all over). Oper. No. - 150

Copper plate all over per 2418-21.
Tnicimess of cop er plate .00•8 - .0012.
Heavy lines denote surfaces to be
copper flate.

N017-- Copper plate must be clean - even -

& free of beads - for locating.

II

57
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Inspect Copper Plate Oper. Nio. -1601

Check for bli.sters, peeling, erc. - srip &
replate if necessary..
Check .0008 - .0012
thickness of
copper plate.

Heavy lines
denote copper
plated surfaces.

NOTE: Copper plate
must be clean -

even - & free of
beads - for
locating.

Location

On B/P. Gage Or Equipment Gage No.

Bench
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Page 1 of 1GEAR - SCORIENG l-rTEST I

W.MD,'!E 14-15 Barber Colcan Hobber

OPERAM:ON ME: Semi-Finish Cut Gear Teeth OPERATION NO.: 170

Hold(4) parts on .Akdapter locating iii TOOLS TOOL NO.
4.923 - 4.9235 I.D. & against end faces -

(Use spacers dets 12 & 13 ) Adapter-Cutting T.3-28542

Indicate Adapter to run true within - Hob-5p-250 P.A. 'T3-25446
.0005 or full indicator reading. pet.;7

Gage - Micr. Spec. G3-25518
Semi-Finish Cut Gear 33 teeth. 5 pitch.
25* pressure angle to measure 7.128 - Template-CKG.
7.130 over .3456 Dia. Wires. 33T,5P, Det.#211 8G-34513

Note: Check Number of teeth using
Template.

Note: Check Root Dia. to 6.144-6.146
using Spec. Micr. (Adj. for

-odd No. of teeth) kTRES GAGING (.2) "

Note: Check Fille' Radius to .065 min.
.3456 Dia. Det.#1O1 ,5T-14110

59I
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Check Gear Teeth *(Semi-Finish Cut Gear Teeth) Oper. No. 170

'I I

- Involute Chart
- Red Line Chart I (Basic)

Gear Data

33T P 250 P.A.

,40-I 35.90

0 4C 18-.80
C14 Base R~adius 2.99080 I

4 NOTE: Check iooth
Sparallelism

W on both sides of
o; teeth tj be within

0 r:

• o0 .0003 F.I.R.

30

".001 .0002

I I

' Tools Tool No.

• ,Arbor Checking T3-26296
S"Gear - Master 2MG114D2076-1

Arbor - Master Gear E-10141
Chart - Comparator

, * ' I XI .065R Det. No. 46 8G-29141

60
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IBurr Gear Teeth Oper. No. - -180

Burr & break sharp edges where shown by "-Q0.003 - .015I.

S~Both Sides

CAUTION: Do not mar copper plated
surfaces.
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IInspect Before Carburize Oper. No. 20

t Copper plate must be removed from
F •surfaces indicated by heavy °lines

ind intact on all other surfaces

amen= Inspect for break

edges on gear
teeth to .003- .015
per B/P.

imm•

Si Location

On B/P. Gage Or Equipment Gage No.
I '

I Bench
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JPack Load for Caz irizing - 495(-1) Oper. No. - 230

1. Use rings to build up layer deep enough for part
to clear bottom of pot.

2. Place metal spider on rings of pot.

3. Place wire screen on the spider.

4. Place (1) test piece on screen in bottom part.

5. Place. parts in pot as per sketch, uniformly to
minimize shifting and marring from vibration and also
providing circulation for carburized surfaces.

6. Use rings to build up layers in the pot - make
sure layers do not touch.

7. Place (1) test piece in the third pot.

8. On completion of loading the 5th pot is to have
(1) test piece and (1) part - stamp load number
on test-pieces.

NOTE: Contact metallurgy lab
personnel on required test
slugs and carbon bar material
to be packed.

PIN ES 140341N

Pot----* P/N ES 140342N

Eing* / 1~ ~ FLxture Carburize

Ii (tool troublle man in heat
treat) for carburizing
fixture.

63

L



SCopper Pate 24-18-21 (Al Over) Oper. No. - 290

i• ~~Tanksi LI ,,

!I

Copper Plate all ovet per 2418-21.
Thickness of coppe? '1ate .0005 - .0012.
Heavy lines denote surfaces to be
.copper plated.

ii:
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11M 1
I nspect Copper Plate Oper. No. 300

Check for blisters - peeling etc. - strip
& replate if necessary.
Check .0005 - .0012
thickness of copper
plate.

Heavy lines
denote copper
plated surfaces.

)U

- - -

! m

•iLoc.__ _ _ _ _ _ _ _ _ _ _ _

o B/P Gage or Equipment Gage No.

Bench

[Li 65



1 Harien 6260 - 291 (Single Quench) Oper. No. - 310

NOTE: Dimensions show, on part are before

copper plate & carburize.

NOTE: Heavy lines denote die locating
surfaces.

Y .6245
.623

7.076 (*) 4.9260
7.074 4.9255

CAUTION: Do not load parts into furnace.
Contact R. Grootenboar (Tool-
Trouble man in Heat Treat) for
quenching die.

(*)NOTE: Dimension over odd number of

teeth is 7.066- 7.068. Tools

Die -Quenching
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Check 481 o*r Na.-33o

Ii
1~.6255 j B1-0

.625 A .002

-- I--- .003

4.927 7.077 (*)
4.924 7.073

(*)NOTE: Dimension over odd number of-
teeth is 7.065 - 7.069.

6
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Inspect Hardness (Q.C.O. 09-4) Oper. No. - 380

.- Rockwell on Case
30N77-80
C59.5-63

Rockwell on Core
C32-40

Stone high spots left by indentation.
All parts, anvils, fixtures etc.,
must be clean and dry before hardness
test is performed.

Loc. _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _

o B/P Gage or Equipment Gage No.

Hardness Teting
,Equipment
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FII

Finish Grind I.D. & Face Oper. No. 400

Hold part in sliding chuck jaws ground to suit
7.129 P.D. of part with gaging wires & locating
against end face with stops ground to suit.

- ___ .614
.610

J_1 B.0005

Locate
Pitch Pins

S®IA I.oo
4. 9450
4. 9445

i4-

NOTE: Magnetic particle inspect per Oper. No.
470 sbown on traveler.

(*)NOTE: Master ring is .0005 under
low linit - compensate on

internal indicator.

Tools Tool No.
Wires - Gaging
.3456 Det. #i01 5T-14110
41"- 5" Range
Gage-Master Ring 8G-57612
4.944 (*)

8G-52378
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iFinish Grind knlFace (Opp. Side) Oper. No. 41

Hold (15) parts on magnetic table at
one time- ground face down.

NOTE: Stone ground end face before
placing part on magnetic table.
Grind per sketch.

NOTE: Magnetic particle inspect
per Oper. No. 470 shown
on traveler.

~~ .lI 00057

.603

'Locate .597
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r %nish GidO.D. Oper. No. -430

NOTE: Magnetic particle inspect per
SOper. No. 470 shown on -Iraveler.

•" • ~7. 055(*

II

7.057

Hold (4) parts on arbor at one time -locating
in 4E9445 - 4.9450 I.D & against either end
face - clamp - hold arbor & parts between
centers -
Grind per sketch;

M*NOTE: Dimension over odd number of
teeth is 7.043 -7.047.

Tools Tool No.

Arbor-Grinding T3-31921
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Finish Cut Keyway Oper. No. 440

Hold part on fixture - locating in 4.9445 - 4.9450
I.D. & against either end face - target one tooth
space- clamp -machine per sketch.

Keyway to be centered on center
line of tooth space within +.01o.

Target

5 .0 2 8 -_ .0 2 0 R__ _ _..
5.008-- .010

.128

.125
Ref, 4.9450 I.D.

"4."445 Clamp

! IIt
I i I I i

Locate J

Tools ATool No.
Fixture-Holding 8T-78351

Tool-Slotting 150-3170-0251
.1265 Wide .OI5R. 8T-78354
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Burr Keyway & I.D. Oper. No. - 4ý5

Burr & Break Sharp Edges Where Shown iby --* 0 "003 -... 015

*11
• . . .

Both Sides

73ato )
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_ _ S

I .. ..

Identify 00" ( ;r. No. - 460

[Vibro Peen Serial! No. & Part No. ES 140341 N

~ I : on either end face per Mili Std. 130.

I ''

-- |

I !

Stone-face to remove raised metal only.

! -7

7 3

7; I



Inpct0per NO. -490

Rockwell on Case
30N77-80
C59.5-63

I Rockwell on Core
C32-40

Stone high spots left by indentation.
All parts, anvils, fixtures etc.,

must be clean and dry before hardness
test is performed.

Loc.

n B/P Gage or Equipment Gage No.

Bench

Hardness Testing

Equipment
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- :Page 1 of 2
GEAR- SCORING TEST

OPERATION NAME: Inspect OPERATION NO.: 490

ITEM GAGE OR
NO. CHARACTERISTIC EQUIPMENT GAGE NO.

1. Identify Part to B/P. Bench

2. Verify Eng. Chg. Letter on Oper.
Sheet to B/P and Travelers.

I 3. Verify stamps on traveler for floor
inspection operations.

4. Verify all pertinent stamps on parts.

5. Consult inspection data card.

6. Verify gages for date and color code.

7. Inspect parts visually for cleanliness.
Mutilation & protective measures.

8. Material AISI 9310 Steel (ES140344)
Hand Forging
MIL-I-6868-Magnetic Particle Insp.
MIL-C-16173 Compound - Corrosion
Preventative - Soft Film - Cold
Application

CWC 9047 - Quality Control -Bench
Standard

6260 HT 41 - Normalizing -
Carburizing-Hardening & Tempering

parts machined from forgings which
require careful control of the
carburized surfaces.
MIL-STD-130-Identification -

NOTE: Parts as required will be
drawn from fin. stores to
fabricate the particular
ES140341-N-Ser. Pin Req'd.

(X) Compensate for .0005 undersize Bench
master ring.

76I
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Page 2 of 2
GEAR - SCORING TEST

(Cont.)
GAGE OR

DO. CRARA"CMeISTIC EQUIPMENT GAGE NO.

9. Check *4.9445-4.9450 I.D. Gage - Int.ind. 8G57'612
(4" - 5')

*Contrary to BIP for locatiu. (X) Gage-Master 8G-52378

Gear teeth etc. Ring (r.944)

10. Check 5.003 - 5X'2S Key-ezy Dim. Use Std. !nptr.

11. Check .125 - .ie8 Keyway Width Use Std. Ifistr.

12. Check Gear teeth, 33T, 5P, 25*
P.A. to measure 7.128-7.130 Vires gaging. 5T-14110
over (2) .3456 wires Det. 101

13. Check .597 - (A) .603 Gear Width Bench

*Note: Dimension over odd Use Std. Instr.
number of teeth is
7.043 - 7.047.

14. Check 7.051 - 7.055 Gear O.D. Use Std. Instr.
Dim.

15. Check all other dim's not listed

16. Stamp per Q.C.O. #10-3

17. Complete M.D.O. per Q.C.0 #13-2

18. Deliver to finished stores
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GEAR -SCORING TEST

SPECIFICATION: AISI 9310 STEEL SIZE AND TYPE: ES-14Q344
HAND. FORGING

OPER. _ _ __"
DEPT. NO. OPERATION NAME TYPE OF MACHINE

*No Operation Sheet

Dr.Tv Parts (P/N ES-140341-N from
Finish Stores)

7531 10 *Wash Tank

7531 20 Re-Identify Bench

7531 30 Finish Grind External Gear Teeth National Bioach Gear
it Grinder

7531 40 Break Sharp Edges of Gear Teeth Bench

7531 50 *Wash Washing Machine

7531 60 *Degrease Degreaser

7531 70 *Class Bead Clcean all over Abrasive Blast Cab.

3200 80 Nital Etch Inspect SPM-42 Insp. Equip.
7531
9221 90 *Clean SPM-169 Cleaning Equipment

- 9222 100 *Stress Relieve Per (A. Swirnow, Furnace

Met. Lab. 2218) Heat to 3000 +
100 F. For (4) Hrs. Min. Air
Cool

3200 110 *Magnetic Particle Inspect Insp. Equipment
7531 Oper. 30 - 100%

7531 120 *Wash Washing Machine

9229 130 *Black Oxide Per MIL-C-13924 Plate Equipment

3110 14Q Inspect Final Bench
9229

9229 150 *Coat with Corrosion Preventa- Tank
tive Oil Per MIL-C-16173

DELIVER TO FINISH STORES
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; n!
Re-Identify 0per. No. 20

1 (1

ii
Vibro Peen

Add "-l" Following Letter "N"
7 Of Existing Identification
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GEAR-SCORING TEST

MACHINE NAME: NATIONAL BROACH GEAR GRINDER

r OPERATION NAME: Finish Grind External Gear Teeth OPERATION NO.: 30

Hold (3) Parts on Arbor locating in TOOLS TOOL NO.
4.9445-4.9450 I.D. & against gear end
face (Use .875 Wide. Spacer) Arbor-Grinding T3-31921

• •Plate - Index 33T T3-28161
Indicate Gear O.D. to run true
within .001 of full indicator reading. Template - Hoglund 8T-78308

Finish Grind Gear 3-1 teeth. 5 pitch. Micr. - Root Det #7 G3-25518
25* pressure angle to measure
7.0955-7.0969 over .3456 Dia. wires. (Alternate)

Blade - Micr. Det. #7 8G-76701
Note: 010 Max. Stock removal per-

imssible from teeth on roots Plate - Index (Alt.) T3-30275
& flanks. .0237 111 feed
for max. stock removal at p.d.

Note: Finish on gear teeth 9-11
(must be held)

Note: Grind root dia. to 67.130-6.132
(adjusted for odd No. of teeth)
BIP adjusted root dia. is
6.121-6.141

Note: Gear engineering must be pre-
sent prior to & during run-
ning-100% checks

Wires Gaging (2)

Note: Use grinding wheel "Robertson"
Div. ALI003-G+IOVL .3456 Dia. Det. #i01 5T-14110
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Check Gear Teeth (Finish Grind External Gear Teeth) Oper. No. -30

Involu'te' Chart

Red Liner Chart (Basic)

- - ~1 ~G3ar Data

3T5P25*P.A.IH
W 0-135.9

C18.80
Base Radius 2.9908'

0

0

.0001

NOTE: Check .055 - .075 30
radius using comp.
chart..01

NOTE: This part is ground
and black oxided.

Tools Tool No.
Arbor-Grinding T3-31921
Gear-Master 2MG114D2076-1
Arbor-Master Gear E-10141
Chart-Comparator _________

XI.065R.Det.#46 _8G-29141
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IJI
I GEAR - SCORING TEST

MACHINE NAME: PROFILOMETER & FELLOWS LEAD CHECKER

"OPERATION NAME: Finish Grind External Gear Teeth .OPERATION NO., 30

1. Check Lead Error to -O004 In./In. Max.

2. Check tooth-to tooth spacing
Error to .0003.

3. Check surface finish to 9-11
on Profilometer

4. involute profile to be a smooth
continuous curve from contact
Dia. to O.D.
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Burr0Gear Teeth Oper. No. - 40

SBurr & Break Sharp Edges Where Shown By -e----O .003 - .015

Both Sides
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p

Nital Etch Inspect S"1M 42 Oper. No. 801

Nital Etch Inspect
Gear Teeth Per SPFM 42

I,

LOC/p

SBo / Gage or Equipment Gage No.

I _Insp. Equip

84
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Page I of 1
GEAR- SCORING TEST

OPERATION XIE: Final C-WW Mfg. Inspection OPERATION NO.: 140

ITEM GAGE ORNO. CHARACTERISTIC EQUIPMENT GAGE NO.

.1. Identify Part to B/P.
2. Verify Efig. Chg. Letter on

Oper. Sheet to B/P and
travelers.

3. Verify stamps on traveler forfloor inspection operations.
4. Verify all pertinent stamps

on parts.

5. Consult inspection data card.

6. Verify gages for date and color
code.

7. Inspect parts visually for
cleanliness, mutilation &
protective measures.
MIL-C-13924 Black Oxide

8. Check visually

9. Stamp per Q.C.O. 10-3

10. Complete MI.D.O. per O.C.O.
13-2

Deliver to Finish Stores.
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APPEnIX 11

VASCOJET 1000-2 CA!U 1 Ri:FZIYG PROcEsS
SPECIFICATION OUTLIN'E

The ftllowing procedure is to be used for CW parts made from VASCO (X-2)
CVM.

This procedure is in compliance with applicable portions of CWW Heat Treat
Carburizing Specifications and Military Specifications.

* NORMALIZE

ROUGH MACHI•NE

LIGHT ABRASIVE BLAST

PLATE ALL OVER FOR CARBURIZE

Nickel strike and copper plate (.0008" min.) to be performed per Special
instructions.

INSPECT PLATE

Check for proper thickness and usually check for blisters, peeling and
poor adherence.

NOTE: Parts having poor plate have to be stripped a-A replated.

SEMI-FINISH MACHINE AREAS TO BE CARBURIZED

LIGHT ABRASIVE BLAST (Plus Test Pieces)

INSPECT FOR CLEANLINESS

PACK LOAD FOR CARBURXZE (Plus Test Pieces)

CARBURIZE (Plus Test Pieces)

Case depth aim: .025-.030.

NOTE: This operation to be performed under direct supervision of
Metallurgical Processes

UNPACK LOAD (Plus Test Pieces)

SNAP TEMPER (Plus Test Pieces)

LIGHT ABRASIVE BLAST (Plus Test Pieces)

STRIP PLATE
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PLATE ALL OVER FOR HARDENING (Plus Test Piqces)

Nickel Strike before copper plate.

EAWDEN (Plus Test Pieces)

NOTE: This operation to be performed under direct supervision" of
Metallurgical Processes.

DEEP FREEZE (Plus Test Pieces)
lot TEMPER (Plus Test Pieces)

2id TEMPER (Plus Test Pieces)

LIGHT ABRASIVE BLAST (Plus Test Pieces)

STRIP PLATE (Plus Test Pieces)

METALLURGICAL EVALUATION AND DESTRUCTIVE ANALYSIS OF TEST PIECES FOR
CERTIFICATION

SIGNED:

ARE

APPROVED:

APPROVED:
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* I '

PLATE ALL OVER FOR HARDENING (Plus Test Pieces)

Nickel Strike before copper plate.

HARDEN (Plus Test Pieces)

NOTE: This operation to be performed under direct supervision" of
Metallurgical Processes.

DEEP FREEZE (Plus Test Pieces)

lot TEMPER (Plus Test Pieces)

2nd TEMPER (Plus Test Pieces)

LIGHT ABRASIVE BLAST (Plus Test Pieces)

STRIP PLATE (Plus Test Pieces)

METALLURGICAL EVALUATION AND DESTRUCTIVE ANALYSIS OF TEST PIECES FOR
- CERTIFICATION

SIGNED:

APPROVED:

APPROVED:
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